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Contents: 
 
• A Pavement Strength Form showing project history, latest Pavement Condition Index (PCI) data, 

pavement strength ratings (if available) and other useful information 
• A Pavement Condition Survey – PCI Sample Unit Layout Plan 
• PCI maps showing as-measured and predicted pavement conditions 
• Age map showing pavement age as of January 2004 
• A Branch PCI Condition Report 
• A Section PCI Condition Report 
 
Airport Information: 
 
• Location: Approximately 2 miles west of the Parks Highway between Healy and Nenana.  Turn 

west on Clear Road and north on Anderson Road.  It is on the right. 
• District: Interior 
•  Airport Manager: Bill O’Halloran/Joel Davidson 
• District Maintenance Manager:  Jay Bottoms 
• Pavement Surface: Asphalt Concrete 
• Last Pavement Construction: 1997 
• Pavement layout: Runway 01-19, three taxiways and two aprons 
• Design Aircraft: Twin Otter 
• 2003 Enplanements: No report 
• Airport Class: Non-Primary 
• Last pavement condition survey: 2002 
• Next planned pavement condition survey: 2005 
• 2004 reported pavement maintenance and/or changed conditions:  
• Recommendations: The South Apron is the only section showing a PCI below the condition 

standards of 60 PCI.  Corrective maintenance may fix this, but it needs investigation. 
 
 
 
 
 



Pavement Database:    NetworkID: Clear

Branch Condition Report
Date: 3 /27/2003 Page 1 of 2
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Sum Section
 Length

(Ft)

Avg Section
Width

(Ft)

100 (TAXIWAY A) 1 14,396.00 TAXIWAY 71.00 0.00 71.00350.00 35.00

200 (TAXIWAY B) 1 14,396.00 TAXIWAY 78.00 0.00 78.00350.00 35.00

300 (TAXIWAY C) 1 17,896.00 TAXIWAY 94.00 0.00 94.00450.00 35.00

4100 (SOUTH APRON) 1 130,000.00 APRON 64.00 0.00 64.00650.00 200.00

4200 (NORTH APRON) 1 60,000.00 APRON 86.00 0.00 86.00300.00 200.00

6100 (RUNWAY 01-19) 1 400,000.01 RUNWAY 80.00 0.00 80.004,000.00 100.00
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Pavement Database:        NetworkID: Clear

Section Condition Report
Date: 3 /27/2003 Page 1 of 2

Age
At

Inspection

Last
Inspection

Date(SqFt)
True AreaLanesRankUseSurfaceLast

Const.
Date

Section IDBranch ID PCI

09/01/1996100-01100 (TAXIWAY A) 06/04/2002 71.00AC TAXIWAY P 0 14,396.00 6

09/01/1996200-01200 (TAXIWAY B) 06/04/2002 78.00AC TAXIWAY P 0 14,396.00 6

08/15/1997300-01300 (TAXIWAY C) 06/04/2002 94.00AC TAXIWAY S 0 17,896.00 5

09/01/19964100-014100 (SOUTH APRON) 06/04/2002 64.00AC APRON S 0 130,000.00 6

08/15/19974200-014200 (NORTH APRON) 06/04/2002 86.00AC APRON S 0 60,000.00 5

09/01/19966100-016100 (RUNWAY 01-19) 06/04/2002 80.00AC RUNWAY P 0 400,000.01 6
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Date: 7 /24/2003 Section Condition Report
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3.94

16.29



STATE   Alaska CITY  Clear AIRPORT   Clear  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES Existing SOIL Subbase Base Surface Pavement

IDENT. NAME ORIG. OVERLAY
CONSTRUCTION 
AGENCY

SOURCE OF 
INFORMATION

Pavement 
Conditions (PCI)

CLASS Course Course Course Overlay Strength

RUNWAYS  

6100-01 Runway 01-19 1996 AK DOT & PF Project # 65577 80
Borrow Emb. 2' 
+ 4" ASC 2" AC

S 12.5

TAXIWAYS

100-01 Taxiway A 1996 AK DOT & PF Project # 65577 71
Borrow Emb. 2' 
+ 4" ASC 2" AC

200-01 Taxiway B 1996 AK DOT & PF Project # 65577 78
Borrow Emb. 2' 
+ 4" ASC 2" AC

300-01 Taxiway C 1997 AK DOT & PF Project # 65577 94
Borrow Emb. 2' 
+ 4" ASC 2" AC

APRONS

4200-01 NORTH APRON 1997 AK DOT & PF Project # 65577 86
Borrow Emb. 2' 
+ 4" ASC 2" AC

4100-01 SOUTH APRON 1996 AK DOT & PF Project # 65577 64
Borrow Emb. 2' 
+ 4" ASC 2" AC

REMARKS:

Date of Site Inspection: 6/4/2002 Evaluated By: S. Gartin 1/13/2003 PAGE 1 of 1

PAVEMENT STRENGTH SURVEY
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Runway 1-19   [6
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Map Compiled July 2003 (Revised December 2004)by Statewide Pavement Management, AK DOT&PF
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Measured Values for the Year 2002

Clear Airport

Airport Code:  Z84
Site No.: 50109.01*A

[   ]  Branch - Section Identifier

Minimum PCI for Runways = 70
Minimum PCI for Taxiways and Aprons = 60

Map complied 2002 (revised July 2003)
by Statewide Pavement Management, AK DOT&PF

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance
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Pavement Condition Index - PCI
Predicted Values for the Year 2003

Map complied 2002 (revised July 2003)
by Statewide Pavement Management, AK DOT&PF

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance
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Pavement Condition Index - PCI
Predicted Values for the Year 2004

Map complied 2002 (revised July 2003)
by Statewide Pavement Management, AK DOT&PF

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance
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Pavement Condition Index - PCI
Predicted Values for the Year 2005

Map complied 2002 (revised July 2003)
by Statewide Pavement Management, AK DOT&PF

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance
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Pavement Condition Index - PCI
Predicted Values for the Year 2006

Map complied 2002 (revised July 2003)
by Statewide Pavement Management, AK DOT&PF

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance
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Pavement Condition Index - PCI
Predicted Values for the Year 2007

Map complied 2002 (revised July 2003)
by Statewide Pavement Management, AK DOT&PF

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance
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Pavement Condition Index - PCI
Predicted Values for the Year 2008

Map complied 2002 (revised July 2003)
by Statewide Pavement Management, AK DOT&PF

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance
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